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Luminaire Schedule
Customer responsible to verify ordering information/ Symbol Qty Label Arrangement Lumens/Lamp LLF Total Watts Description
catalogue number prior to placing order = 28 C SINGLE 13000 0.990 | 3416 CPY250-A-DM-D-B-UL-WH
4 03b SINGLE 19631 0.930 | 892 0SQ-A-NM-3ME-S-57K-UL-XX OSQ-DAXX OSQ-BLSLF
=) 3 WP3 SINGLE 4109 1.000 126 XSPQA03MC-UX
1/ 2 O4b SINGLE 19394 0.930 | 446 0SQ-A-NM-4ME-S-57K-UL-XX OSQ-DAXX OSQ-BLSLF
& 2 5M-D SINGLE 2097 0.980 | 68 PWY-EDG-P4-02-D-UL-XX-525
Pole Schedule Footcandles calculated using predicted lumen values after 50K hours of operation
(6) PS4S17C1XX (17" X 4" X .125" STEEL SQUARE POLE) Label Avg Max Min Avg/Min Max/Min
Proposed poles meet 140 MPH sustained winds. Overall Site 2.60 247 0.0 N.A. N.A.
Paved Area 5.81 12.1 1.3 4.47 9.31
17' Pole + 2' Concrete Base = 19' MH Property Line 1.84 5.9 0.0 N.A. N.A.
Under Canopy 43.89 58 23 1.91 2.52
(6) OSQ-BLSLF Backlight Sheild
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Project Name:Woodburn Chevron

Customer No:09733

Date:11/18/2014

Scale: NTS

Footcandles calculated at grade

Filename: V:\Common\AppEng\Working\KI\DF141020KEWAKTR4.AGI

Layout by: Kevin Tomczak

lllumination results shown on this lighting design are based on project parameters provided to Cree, Inc. used in conjunction with luminaire
test procedures conducted under laboratory conditions. Actual project conditions differing from these design parameters may affect field results.
The customer is responsible for verifying dimensional accuracy along with compliance with any applicable electrical, lighting, or energy code.
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